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JGG-HLK-4PH
4 POST HOIST LED LIGHTING KIT



How to Install the 4 Post Hoist Lighting Kit

The kit includes
2PCS 3.9m Silicon moulded strip lights.
2PCS 80cm 3.9m Silicon moulded strip lights.
1PCS 3m main Connection cable 
1PCS 10 cm Splitter cables.
4PCS 45cm Extension cables.
1PCS Power supply with switch.



Step 1: Clean the surface with methylated spirits.

 This kit is designed to be installed on the lower rail for the secondary lift. This will
allow the jacking plate and secondary lift to still be used without damaging the lights.



Step 2: Adjust the secondary lift if fitted

Using a lever, center the secondary lift to allow clearance for the lights. 



Step 3: Stick the lights onto the cleaned surfaces



Step 4: Drill a 13mm hole in the table for the cable

Be aware of what is on the other side of the surface you are drilling into.

Start with a pilot drill, then step up to 13mm as required.



Step 5: Run and connect the cables

It can be tricky to run the cable in the conduit with the other hoses installed. 



We used a piece of airline as a draw cord and wiggled the conduit to help it pull through. 



Step 6: Fit the power supply and switch as desired.

We chose to fit the power supply behind the tank and stick the switch onto the top of
the motor.

There is no right or wrong way, this comes down to user preference. 
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