


















Next, fit the wheels and rubber feet to the 
bottom of the control box. 

Fill the tank with 46 grade hydraulic oil with 6 
litres. 

Only Check the fluid level when the unit is fully 
lowered.

Plug the mains power cable into a 15 amp outlet. 

Press and hold the up button to raise the unit up 
to allow the wheels to be fitted. 

Then connect the quick connect hydraulic hose 
and grey electrical plug. 

Press and hold the bottom down button to lower 
the unit onto the wheels.

The unit will stop 100mm from the ground, press 
the middle down 2 button to lower all the way

At this stage you can disconnect the control box 
to make it easier to move the unit.

Using the handle, drag the unit from the pallet 
and into the position you wish to use it. 

10



11 Joel’s Garage Gear Business Copyright © 2025 
Version 1.2

Remove the circlip from the ramp pin.
Ensure you fit the handle for the ramp on the 
outside of the unit. There is a left and right 
ramp.

It is very important to take note of the arrow on 
the base of the unit. This indicates the direction 
the vehicle must face to avoide structural damage 
to the unit.
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FINAL INSPECTION 

Check the following before first and subsequent uses. 

• All hydraulic lines are connected properly and securely.
• There are no leaks in the hoses.
• There is no oil leaking at the valve on the pump station.
• Each electrical part is connected correctly and not damaged or frayed.

The last task is to complete the Post Installation Procedure. 

 POST INSTALLATION PROCEDURE: 

 Check boxes to verify work has been completed.

Check for “no” hydraulic leaks 

Oil level full 

All components functioning properly 

All integral moving parts lubricated 

Check for overhead obstructions 

All hardware secure (nuts, bolts, pins) 

Test limit switch operation 

Working area clean 

Operation, maintenance and safety manuals in designated location 
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OPERATATION MANUAL 

JGG-LPSL

PORTABLE SCISSOR LIFT 
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OPERATOR TRAINING AND SAFE PRACTICES. 

Keep a copy of these instructions close by and stored in a protected dry location readily available. Each operator 
must read and carefully follow all safety instructions. Ensure all operators understand how to operate the product 
safely and correctly before use. Failure to operate this product as intended may cause injury or death.  

Prior to each use, on a regular basis, carefully inspect the product and perform all maintenance as required. 
Service and maintain the product only with authorized or approved replacement parts; negligence will make the 
product unsafe for use and may void the warranty. 

Keep all decals on the product clean and clearly visible at all times. Do not modify and/or use this product for any 
application other than that for which this product was designed. If you have any questions related to a particular 
application contrary to the product’s specific functions, DO NOT use the product until you have first contacted 
Joel’s Garage Gear to determine if it can be performed using the product.  

GENERAL SAFETY RULES 

 WARNING: Read and understand all instructions. Failure to follow all instructions listed below may 
result in serious injury or death. 

 WARNING: The warnings, cautions, and instructions discussed in this instruction manual cannot cover 
all possible conditions or situations that could occur. It is understood and agreed by the operator that common 
sense and caution are factors that cannot be built into this product. It is the operator’s responsibility to adhere 
to the instructions and operating procedures described in this manual to successfully operate this product. 

IMPORTANT SAFETY CONSIDERATIONS 

To maintain the product and user safety, you must: 
• Always check for damaged or worn-out parts before using the lift. Broken parts will affect the

equipment operation. Replace or repair damaged or worn parts immediately.
• Check all the hydraulic connections. If leaking, do not use the lift.
• Carefully inspect the motor and lift platforms on a regular basis and perform all maintenance as

required.
• Do not modify the product in any way. Unauthorized modification may impair the function and/or

safety and could affect the life of the equipment.
• Make certain all operators understand how to operate the unit safely and correctly.
• Allow unit operation only with all parts in place and operating properly.
• Use only genuine replacement parts.
• Service and maintain the unit only with authorized or approved replacement parts; negligence will

make the product unsafe for use and void the warranty.
• Keep all decals on the unit clean and visible.
• Pay close attention to a vehicle’s center of gravity if not positioned correctly injury can occur.
• Operators and bystanders should stand well away during the lifting and lowering process.

• Once the platforms are raised to the desired height, switch off the power immediately to prevent
accidental operation by unauthorised persons.

• Make sure all safety locks are fully engaged before working underneath the vehicle.
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HAZARD DESCRIPTIONS 

Identify the hazard levels used in this manual with the following definitions and signal words: 

DANGER: 

Immediate hazards which will 
result in severe liability or 
exposure to personal injury or 
death. 

SAFETY MARKINGS 

 WARNING: 

Hazards or unsafe practices 
which could result in severe 
personal injury or death. 

CAUTION: 

Hazards or unsafe practices 
which may result in personal 
injury, product or property 
damage

Pay close attention and follow all the safety markings. 
• Do not exceed rated capacity.

• Do not move or dolly the vehicle while on the lift.

• Lift only on areas of any vehicle as specified by the vehicle manufacturer.

• No alterations shall be made to this product.

• Only attachments and/or adapters supplied by the manufacturer shall be used.

• Do not get under or allow anyone under the vehicle until it has been lowered on to the safety locks.

• Center load on lifting platforms.

• Secure vehicle to ensure no shifting, movement, or tipping will occur when performing maintenance on any
vehicle.

• Verify that the safety locks are engaged prior to performing any work on a vehicle.

• Do not use this product for any use other than the manufacturer specified usage. Failure to heed these
warnings may result in personal injury and/or property damage.

WARNING: 
DO NOT USE wooden blocks or any other non-approved load sustaining devices or any other non-approved lifting 
devices for a means of lifting a vehicle or load being raised. The manufacturer only warrants loads to be sustained by 
adapters or accessories validated by the manufacturer. Failure to head these warnings may cause injury or death. 
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GENERAL OPERATOR SAFETY INSTRUCTIONS: 

TRAINING 

Do not allow anyone who has not read this operating manual, and/or does not understand the requirements to use 
the product. 

BYSTANDERS 

Keep all bystanders away from the lift when in use. Do not allow bystanders under the load supported. Do not allow 
anyone within a vehicle while the lift is in use or is supporting a load. 

OPERATORS 

Not for use by children or people with reduced mental capacity. Do not use under the influence of any drugs or 
alcohol.  

INSPECTION 

Inspect the product carefully before each use. Ensure the product is not damaged, excessively worn, or missing parts. 
Do not use the hoist unless it is properly lubricated. Using a hoist that is not in good clean working condition or 
properly lubricated may cause serious injury. 

INTENDED USE 

This scissor lift is designed to lift and raise light duty vehicles up to 3000kgs. 

NON USE FOR EXTENDED PERIOD OF TIME 

If the lift is going to be left unused for an extended period, we recommend the following ‘rest’ procedure: 
• Disconnect the power source.
• Lubricate the moving parts with hydraulic oil.
• Empty the hydraulic oil from the tank.

GENERAL OPERATION 

USE THE HOIST CORRECTLY AND IN A PROPER MANNER. Never use lifting adapters other than what has been 
supplied by the manufacturer. 

 Positioning the vehicle is very important. Only people trained in operating the lift should position the 
vehicle. Never allow anyone to stand in the path of the vehicle as it is being positioned.

 The front of the vehicle must be at the fixed end of the lift where the hoses are.

 Some vehicle maintenance and repair activities may cause the vehicle to shift. Follow the 
manufacturer’s guidelines when performing these operations.

 The use of jack stands, or alternate lifting points may be required when completing some repairs for 
additional security. Special care must be used when lifting light duty trucks. Optional truck adapters 
may be required for each manufacturer’s recommended lifting points.

 Running boards and other installed accessories may also require optional adapters.

 Ensure vehicle is balanced, failure to do so can cause injury and/or death.

 Removal or installation of heavier parts can change the vehicle's center of gravity on the lift resulting 
in a critical load shift. The vehicle may then be unstable. Plan for this possibility to ensure continued 
safety and always refer to the vehicle manufacturers’ service manual for recommended procedures.

 DO NOT remove any heavy component from vehicle that may cause excessive weight shift.
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 ALWAYS keep the lift area free of obstructions and debris.

 NEVER raise a vehicle with passengers inside.

 Before lowering a vehicle, check the lift and surrounding area removing any/all obstructions.

 ALWAYS Make sure the vehicle’s center of gravity is always safe before raising the vehicle. All points of
contact on vehicles should always be double checked. Always make sure the vehicle is secure before
lifting using vehicle manufacturers’ recommended lifting points.

 Large vehicles, such as limousines, RVs, and long wheelbase vehicles, may not be suitable for lifting on
this equipment. Check with the vehicle manufacturer.

 DO NOT rock or shake the vehicle while working on or around lift.

 VERIFY that all safety latches are engaged before any attempt is made to work on or near vehicle.

 NEVER override self-operating lift controls.

 NEVER remove any safety related components, parts or safety stickers from the lift. Do not use the lift
if any safety related component or part is damaged or missing.

 DO NOT hit or run over the lift running boards or adapters.

 USE THE HOIST ONLY AS DESCRIBED IN THIS MANUAL.

 Use only manufacturer’s recommended attachments.

 The troubleshooting and maintenance procedures described in this manual can be done by the lifts
owner. Any other procedure should only be performed by trained lift service personnel. These
restricted procedures include, but are not limited to, the following: cylinder replacement, carriage and 
safety latch replacement, arm replacement, overhead structure replacement, or electrical
troubleshooting/repair.

 PAY ATTENTION when walking under a vehicle that is raised on the vehicle hoist.
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DANGERS: 

 To reduce the risk of personal injury, keep hair, loose clothing, fingers, and all body parts away from
moving parts.

 This equipment has internal arcing or sparking parts. To reduce the risk of electric shock the motor and
hoist should not be exposed to moisture or water.

 To reduce the risk of fire, do not operate equipment in the proximity of open containers containing
flammable liquids (example: Gasoline, flammable solvents).

 Anyone who will be in the vicinity of the hoist when it is in use should familiarize themselves with all
the Caution, Warning, and Safety related decals supplied with this hoist and replace them if they are
illegible or missing.

MOVING THE LIFT – INSTALL PORTABLE KIT 

This lift comes with a ‘Portable Kit’ which 
consists of  

• Two [2] wheels

• A T-handle arm and single wheel.

Install movable parts as shown in the diagram by 
attaching the two wheels to the front of the lift, 
then inserting the single wheel and handle into 
the back middle position. Scissor must be raised 
to install portable kit. 

Portable kit installed and ready to use, Lower the 
scissor lift which will elevate it to allow for 
movement. 

Close up view of the portable kit wheels parts and 
placement 
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SAFETY STICKER IDENTIFICATION 

 
Below are the Safety Sticker identifications and markings that are on the Scissor Lift. These identifications are 
put in place to help with your safety and the safety of others. Always use caution when working around the 
vehicle lift. 
 
Please maintain these Safety Marking so safe operating practices can be maintained by each operator. 
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HOW TO OPERATE THE HOIST 

OPERATOR SAFETY 

• ONLY AUTHORIZED PERSONNEL should operate the hoist.  

• Make sure all operators have been trained and have reviewed the OPERATOR AND SAFE PRACTICES 
of this manual before using the hoist.  

• Familiarize yourself with the Safety Precautions to be followed when operating this lift. 

• Always allow a minimum 2-second delay between motor starts. Failure to comply may cause the switch 
and/or motor to burn out. This could cause serious damage to the equipment and/or personal 
property.  

• Use only recommended ISO AW32 or AW46 hydraulic oils. Oil must be changed once every 12 months 
or as needed. Add extra oil as needed. 

• Note: DO NOT remove or tamper with the design of the locking assembly. 

• Failure to use locks as designed or forcing a lock to stay in the open position during use will terminate 
the warranty. 

• ALWAYS ensure the safety is engaged before any attempt is made to work under, on or near the vehicle. 

• NEVER leave the lift in elevated position unless the safety is engaged. 

• NEVER operate the lift (up or down) with any person or equipment below the vehicle. 

• NEVER exceed the rated lifting capacity. 

• DO NOT ALLOW THE ELECTRIC MOTOR TO GET WET! Motor damage caused by dampness is not 
covered under warranty. 

• ALWAYS position lifting arms (runways), adapters and accessories properly out of the way before 
driving the vehicle into or off the lift. Failure to do so could damage the vehicle and/or the lift. 

• After positioning the vehicle, set the emergency brake (Hand Brake), make sure the ignition is off, the 
doors are closed, and overhead obstructions are cleared. 

• Make sure the vehicle is not front or rear heavy. The center of balance should be in the middle of the 
columns. 

 

 DANGER: 
DO NOT RAISE OR LOWER ANY VEHICLE UNLESS TOOLS, MATERIALS AND PEOPLE ARE CLEAR.  
CLEAN UP GREASE AND OIL SPILLS IMMEDIATELY. When the hoist is being lowered, make sure everyone is standing 
at least six feet away. Always lower the vehicle down when the area is safe and clear. 
 
IMPORTANT NOTE: 
Many specialty or modified vehicles cannot be raised on scissor lift. Contact YOUR vehicle manufacturer or Joel’s 
Garage Gear for raising or jacking details. 

 
ALWAYS load vehicle on lift carefully. Raise the lift until contact is made with the vehicle. Make sure that the lifting 
arms, adapters, and pads have properly engaged the vehicle before raising the lift to a working height. 
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DESCRIPTION OF LIFT CONTROLS 

CONTROL BOX 

The control box contains. 

• Power switch – turns the 
power to the lift on and off.

• Up button raises the lift.
• Down Button lowers lift, (lift 

will raise first to release the 
locks ŀƴŘ ǘƘŜ ǘƛƳŜǊ ǿƛƭƭ ǊŜǎǘŀǊǘ 
ŜǾŜǊȅ ǘƛƳŜ ȅƻǳ ƭŜǘ ƎƻΦ)

• Lock Button – after raising the 
lift, lock the ǳƴƛǘ before
moving below the vehicle.

• Alarm – Will flash/and make 
an audible noise should an 
error occur.

• Light – power indication.
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LOADING A VEHICLE ON THE SCISSOR LIFT 

PRIOR TO LIFTING: 
The lift must be fully lowered, and the service area clear of all personnel and equipment before the vehicle is 
brought on the lift. Ensure the front of the vehicle is it at the fixed end of the unit with the hoses.

RAISING THE LIFT WITH VEHICLE LOAD, 

TO RAISE A VEHICLE  

• Prior to raising any vehicle, ensure the vehicle’s is positioned at best to its center of gravity. Always make 
sure the vehicle is secure before lifting.

• When lifting a vehicle, drive the vehicle and park it midway between the two runway platforms.

• Before lifting, place the four rubber pads under the prop-points of the vehicle and ensure the car 
maintains this position as it is raised. DANGER: NEVER use the lifting pad assemblies without the rubber 
pads in place

• Press the UP button on the control box until rubber pads have touched the prop- points of vehicle.
• Continue pressing the UP button to lift the vehicle a bit higher from the ground and check again if the 

vehicle is in a safe position and maintain contact with the rubber pads.
• Having raised the vehicle to the required height, press the “lock” button to make the mechanical safety 

lock engage and check again the stability of the vehicle before performing maintenance or repair work.

• NEVER attempt to raise or ‘creep’ the hoist by continually pressing the ‘on’ button in short bursts. This will 
cause critical damage to the hydraulic system, that could cause hydraulic or electonic failure.

• Verify that both platform locks have been engaged before beginning work.

LOWERING THE LIFT WITH A VEHICLE LOAD 

• Prior to lowering the lift

o Always remove tool trays, stands and any other equipment that may cause obstruction.

LOWERING A VEHICLE 

• Press and hold the Bottom DOWN button, the platform will raise slightly to disengage the safety lock 
mechanisms, then the platform will begin to descend. If you let go it will reset the timer and want to 
raise again when pressed.

• The lift will stop at around 100mm from the ground, press the lock/down 2 button to lower the rest 
of the way. An alarm will sound to make sure people are clear from the unit.

• Once the lift has been lowered to the minimum height and the vehicle’s 4 wheels have reached the 
ground, drive the car off.

• Shut off the power.
  WARNING: 
  Always maintain a clear line of sight on the lift. 
  Ensure all safety locks are fully disengaged before lowering. 
  If a lock engages accidentally during descent, the lift or vehicle may shift unexpectedly, causing serious injury or death. 
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MAINTENANCE  

Performing a continued routine maintenance will ensure that the lift works as specified and safely. 

DAILY CHECK ITEMS BEFORE OPERATION 

Performing daily checks of the safety system is critical to your safety – the discovery of any device failure before 
action will save time and prevent any loss, injury or casualty. 

• The scissor lift should be always kept clean. Before wiping, cut the power to ensure safety.
• Check all oil hoses well connected, and no leakage is present.
• Check the electric connections. Make sure all connections are in good condition.
• Check if safety teeth and safety block match.

WEEKLY CHECK ITEMS 

• Check all moving parts and lubricate all pivot pins.
• Check the working conditions of safety parts.
• Check the amount of oil left in the oil tank.

MONTHLY CHECK ITEMS 

• Check the hydraulic system and tighten the connection points to prevent any leaks.
• Check the lubrication of all moving parts.

YEARLY CHECKING ITEMS 

• Check the lubrication of all moving parts.
• Empty the oil tank and check the quality of hydraulic oil.
• If the oil is dirty, replace with new hydraulic oil.
• Wash and clean the oil filter.

EVERY FOUR YEARS OR MORE THAN 5,000 ROUTINE MAINTENANCE ITEMS 

• ·Replace the pin, bearings and tubing connector components
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Replace damaged, broken or wearing parts with lift manufacturer’s approved OEM parts only. 

WEEKLY MAINTENANCE INSPECTION RECORD DATE:   
 

Mark OK for all Items in good working order. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

r 
 
 

NOTES:  
 
 
 

PRINT COPY PAGES FOR DAILY RECORDS 

 Lubricate the lower nylon slides with grease. 

 
Inspect lifting runways making sure they are functioning properly. 

 
Visually inspect safeties for proper operation. Check locks for proper operation. 

 Check tension of all bolts and hardware. Re-tighten as needed.  

 
Complete a visual inspection of all moving parts and check for excessive signs of wear. 

 With the hoist in the lowered position, check the hydraulic fluid level. If needed, add oil as described in the 
Installation Instruction section of this manual. 

 Check all warning labels and power unit safety stickers are in good condition. Replace all caution, warning 
 or safety related decals on the lift if unable to read or missing. Reorder labels 
from manufacturer. 

DANGER:. 
• ALWAYS keep lift components clean. 
• ALWAYS if oil leakage is observed, place lift out of service and contact Customer Service. 
• ALWAYS contact a local service representative if electrical problems develop. 
• ALWAYS keep bolts tight. 
• ALWAYS replace ALL FAULTY PARTS before lift is put back into operation. 
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TROUBLESHOOTING 

HOIST WILL NOT RAISE 

ATTENTION: If you’re unable to resolve the issue, please don’t hesitate to contact us for assistance. 

ISSUE CAUSE SOLUTION 

 

Motor does not run, 

causing the lift to not 

raise  

The motor is burnt out Replace it  

A wire connection is loose  Check and tighten  

Fuse is blown  Replace it  

 
 

Motor runs but will 

not raise  

Oil level is too low  Add oil  

The relief valve is damaged  Fix or replace it  

The hydraulic hose is loose Tighten it  

Oil level is too low  Add oil  

 
 
 
 
The lift is raising too slow  

The overflow valve is not adjusted to the right position  Adjust it  

The lift is overloaded  Check the weight of the vehicle  

The oil filter is jammed  Clean or replace it  

The seal of the cylinder is broken, split of damaged  Replace the seal  

Check oil hose for any leaks  Check or replace it  

 
 

Platforms go down slowly 

after being raised  

Electrical unloading valve leaks  Clean or replace it  

The single valve leaks  Clean or replace it  

The oil cylinder is not sealing  Replace the seal  

The hydraulic oil is dirty  Change the oil  

 
 
Lowering too slow  

The oil hose jammed  Replace it  

Lowering restrictive valve is turned too low  Turn lowering restrictive valve up  

The wire connection is loose  Check and make a good connection  

 

Safety lock cannot be 

released 

The electromagnet is damaged  Replace it  

Wiring to electromagnet damaged Replace or repair it 

 

 DANGER: 
IF A VEHICLE BECOMES STUCK ON THE HOIST IN THE AIR, FOLLOW ALL OPERATION INSTRUCTIONS AS SHOWN IN 
THE OPERATING INSTRUCTIONS AND TROUBLESHOOTING SECTION OF THIS MANUAL. IF AFTER OBSERVING THAT 
ALL MECHANICAL LOCKS ARE RELEASED AND THE HOIST STILL FAILS TO MOVE FOLLOWING ALL STANDARD 
OPERATING PROCEDURES, IMMEDIATELY STOP USING THE HOIST AND CONTACT CUSTOMER SERVICE FOR FURTHER 
INSTRUCTIONS. 

25 Joel’s Garage Gear Business Copyright © 2025 
Version 1.2 June 2026



GENERAL ASSEMBLY DIAGRAM 
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GENERAL 
ASSEMBLY PARTS LIST 

 
 

No. Name Qty 

1 Protecting bush 1 

2 Shaft 2 

3 Bracket 1 

4 Height. Limit switch 8108 1 

5 Base plate（Left side） 1 

6 “CE STOP” switch 8108 1 

7 Press block for external scissor arm 4 

8 Base plate（Right） 1 
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9 Mobile wheels 2 

10 Solenoid 2 

11 Noise reducer 2 

12 Sliding block A 2 

13 Sliding block B 2 

14 Stopper for sliding block 4 

15 Mobile wheel support assembly 2 

16 Internal scissor arm assembly 1 

17 Nylon spacer 8 

18 Launch plate shaft 4 

19 Launch plate wheel 8 

20 Launch plate (complete unit) 2 

21 Cylinder shaft (upper) 2 

22 Ground wheels on the ramp 8 

23 Shaft of ramp L=470 8 

24 Driving ramp （Right） 2 

25 Driving ramp support assembly（Right） 4 

26 Connecting plate 4 

27 Upper axle 4 

28 Supporting shaft 2 

29 Top-platform（Right-side） 1 

30 Top-platform（Left-side） 1 

31 Driving ramp assembly（Left-side） 2 

32 Driving ramp support assembly（Left-
side） 2 
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33 Upper roller A 4 

34 Rubber pads (162×102×35mm) 4 

35 Upper roller axle 4 

36 Upper roller B 4 

37 External scissor arm assembly 1 

38 Hydraulic Cylinder（Left-side） 1 

39 Hydraulic Cylinder（Right-side） 1 

40 Cylinder shaft (lower) 2 

41 Hydraulic hose textile cover 1 

42 Trolley 1 

43 Trolley wheels 2 

44 Safety teeth 2 

45 Cylinder connector 2 

46 Hydraulic hose A   L=1720 1 

47 Hydraulic hose B   L=520 1 

48 Hydraulic hose C   L=2300 1 

49 Hose connector 2 

50 Hose block 1 

51 Throttle valve of the hose block 1 

52 Limit switch fixation 2 

53 Bush 4 

54 Roll-over protection 2 

55 Mobile kit support 1 

56 Hose connector of hydraulic power unit 1 
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57 Wheel support 2 

58 Mobile wheels of control unit 2 

59 Hanger 1 

60 Control unit 1 

61 Control unit handle 1 
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